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VERSATILITY MADE TO LAST
FIBREX high density thin MDF is offered to you
in a wide selection of standard and specialty grades
that now includes Beadboard!
Added to a line up of upgraded products such
as woodgrain and custom prints, solid color paints,
chalkboard, markerboard and crossband for
fire-rated door assemblies.
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FIBREX high density thin MDF is offered to you 
in a wide selection of standard and specialty grades 
that now includes Beadboard! 
Added to a line up of upgraded products such 
as woodgrain and custom prints, solid color paints, 
chalkboard, markerboard and crossband for 
fire-rated door assemblies. 

Beadboard now available! 
• VESTA ULEF low-emitting available 
• Ask about custom-branded print runs! 

renewables for a better life 

https://na.arauco.com


FIBREX 

ARAUCO FIBREX high density thin MDF is the versatile performer that just keeps getting better. Available in a broad range 
of thicknesses utilizing continuous press technology, FIBREX is an essential component for many furniture and cabinet 
components, chair backs, inserts, liners, gaming, wall paneling and decorative applications to name a few. 

ARAUCO FIBREX Thicknesses Dimensions Grades and / or Finishes 

Available in standard and specialty dimensions, along with 
low-emitting grades (ULEF), sanding options and FSC® 

certified when specified.Δ 

2.5mm, 3mm, 4.8mm 
and 5.5mm (Standard) 

* 1.6mm to 6.4mm 
(Non-standard) 

Standard: 
48x96 / 49x97 / 61x97 / 61x109 

Non-standard*: 
Widths: 48 to 50 and 59 to 62 
Lengths: 72 to 99 and 101 to 148 

VESTA ULEF, VESTA Plus ULEF, 
FIBREX Plus. 

PAINT 

Solid Paints 
A water based paint system is applied to FIBREX along with 
either an acrylic or optional UV-cured topcoat to create a 
flawless painted product, or an etched look. 

2.5mm, 3mm, 4.8mm 
and 5.5mm (Standard) 

* 2.5mm to 6.4mm 
(Non-standard) 

Standard: 
48x96 / 49x97 / 61x97 / 61x109 

Non-standard*: 
Widths: 48 to 50 and 59 to 62 
Lengths: 72 to 99 and 101 to 121 

White, Pure White, Almond, Antique White, 
Fog Grey, Folkstone Grey, Black. 

* Custom matches to Pantone® colors, UV 
topcoat, Acrylic Plus, UV Plus 

Woodgrain Prints 
A unique three-stage process is utilized to produce a 
range of custom woodgrain patterns, that can coordinate 
beautifully with many of ARAUCO PRISM TFL designs. 
Available on one or two sides, this product is ideally suited 
to cost-effectively replace decorative papers. Ask us about 
custom printing and branding with your logo! 

3mm, 4.8mm 
and 5.5mm (Standard) 

* 2.5mm to 6.4mm 
(Non-standard) 

Standard: 
48x96 / 49x97 / 61x97 / 61x109 

Non-standard*: 
Widths: 48 to 50 and 59 to 62 
Lengths: 72 to 99 and 101 to 121 

Merit Maple, Hardrock Maple, Cabinet Maple, 
Sugar Maple, California Oak. 

** Custom shades in Maple or Oak are available. 
** Custom prints, logos and patterns are subject 

to minimums. 

MARKERBOARD 

A surface that works well with dry-erase markers; ideal for 
use in schools, offices and training environments. 

3mm and 5.5mm 
(Standard) 

Standard: 
48x96 / 49x97 / 61x97 / 61x109 

White 

CHALKBOARD 

FIBREX Chalkboard is a high quality panel ideal for 
educational, restaurant, gaming and residential applications. 
A writing surface is achieved using a black paint with a low 

3mm and 5.5mm 
(Standard) 

Standard: 
48x96 / 49x97 / 61x97 / 61x109 Black, Green 

gloss UV top coat applied to FIBREX panels. 

CBFR & Doorskins 

FIBREX Cross Band Fire-Rated panels are certified when 
used in conjunction with a gypsum mineral core*, and are 
suitable for use as a cross band with wood veneer faces. 
* Refer to the specification sheet for certification details. 

2mm - 5.5mm 
2.3mm - 3mm 
Doorskins 

VALUE-ADDED FABRICATION 

Beadboard  is the latest value-add product; available raw 
and with a painted finish for applications such as wall 
decor, wainscotting, furniture, cabinet backs, closets and 
door inserts. 

Pegboard  is available on raw or painted; this product is 
perfect for retail and commercial applications. Pegging is 1” 
on center (Standard) and 1/2” on center. 

Barcoding is a service retailers can take advantage of with 
an ARAUCO-generated barcode so that your product is 
ready to sell when it delivers! 

ARAUCO also has cut-to-size capabilities to maximize the 
efficiency of your business. 

Beadboard: 
4.8mm (3/16”) 
(Standard) 

>4.8mm - 5.5 
(Non-standard) 

Pegboard: 
5.5mm 
3mm, 4.8mm, 5mm 

Beadboard: 
48x96, 32x48 (Standard) 
36x48, 48x >96 - 120” 
(Non-standard) 

Pegboard: 
48x72, 78, 90, 96, 108, 120 

Cut to size: 
As specified 

Beadboard: 
Beading is available in 2” OC (Standard) or 4” OC. 

Finishes: White - a beautiful finish ready to install 
or re-coat with the paint color of your choice. 

Pegboard: 
Finishes: White, along with custom 
colors. 

                   
               

 

 
   

 

  

    
    

  
   
 

 

  

    
    

 

   

   
 

   
  

   
 

 

   

    
    

  
 

    
  

 
  

   
 

    

 
  

  
   

  
   

   
  

 
 

   
  

 

   
    

 

      
  

  

    
 

    
     

   

 
   

  
    

jJ 
FSC 
www.lsc.org 
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Δ FSC® panels must be specified at the time of order. 
* Minimum production runs apply. 
** Custom paint and prints are subject to minimums. Please contact your ARAUCO 

Sales Representative or email araucona.marketing@arauco.com for details. 

For additional samples or information: araucona.marketing@arauco.com 

mailto:araucona.marketing@arauco.com
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